STUDIO MAINTENANCE & SAFETY CHECKLIST

DATE:________________SIGNED:________________

Reformers

*   Hand/footstraps 

*   Foot securing strap at footbar end

*   Ropes intact (

*   All bolts are 

*   All metal clips, carabeenas, rings, cleats etc. have 

*   All metal surfaces are smooth with no 

*   Footbar safety lock 

*   Headrest safety lock 

*   Spring attachments are 

*   Springs have no sign of wear or 

*   Footboard housing is secure and 
*   Footstrap/handstrap attachments are securely 

*   Carriage runners are smooth and allow carriage to 
Trap Table/Cadillacs

*   Leg straps intact 

*   Safety strap for the fixed spring bar

*   Tabletop securing strap intact 

*   All metal framework joints are 

*   The fixed spring bar is attached securely 

*   All moveable rails capable of 

*   All metal clips, carabeenas, rings etc have no 

*   All metal surfaces are smooth with no sharp 

*   Sheepskin “fluffies” and straps are 

*   Springs have no sign of wear or 

*   Wooden poles are smooth with no 

Wunda-chairs

*   All bolts are secure and 

*   All metal clips, carabeenas and rings etc. have no 

*   All metal surfaces are smooth with no

*   Footplate hinges are secure and 

*   The locking pin for the split footplate is 

*   The footplate is 
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Magic Circles

*   Sharp 

*   All bolts and pads secure and 

High Barrels/Small Barrel

*   All bolts are 
*   All wooden surfaces are smooth with no 

*   All handles are secure and 

Fitballs

*   All surfaces are 

*   The air valve is secure and 

Benches/tables

*   All bolts are secure and 

General Equipment

*   All Dynabands/Therabands are intact with no 

*   All hand weights are intact with no abrasive 

*   All poles/sticks are smooth with no 

*   All non-slip mats are 

*   All velcrose straps are intact and grip 

*   All boxes are intact and show no sign of 

* Never use equipment that has failed the safety check until it has been repaired
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